JOINT OUTFALL SYSTEM
Annual Average Effluent Flows

<table>
<thead>
<tr>
<th>Year</th>
<th>MGD</th>
</tr>
</thead>
<tbody>
<tr>
<td>2000</td>
<td>500</td>
</tr>
<tr>
<td>2005</td>
<td>480</td>
</tr>
<tr>
<td>2010</td>
<td>460</td>
</tr>
<tr>
<td>2015</td>
<td>440</td>
</tr>
<tr>
<td>2019</td>
<td>420</td>
</tr>
</tbody>
</table>
Carriage Crest Park

Addendum to Enhanced Watershed Management Program for the Dominguez Channel Watershed Management Area Group:

- Sewer Diversion
- Two diversion structures
- Requested implementation assistance from the Sanitation Districts
Carriage Crest Park Project Layout

Inflow
Outflow

LEGEND

Existing LACFCD Double Reinforced Concrete Box (10'9" W x 6'7" H)

Carriage Crest Park

Limits of Excavation

Subsurface Storage Unit 13.4 AF (4.4 MG)

Hydrodynamic Separator Pretreatment Unit

34 cfs Pump Station

Drop Inlet Structure

Existing 60" Sanitary Sewer

Sanitary Sewer Discharge Line

Figueres St

Sepulveda Blvd